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ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES AND SERVICE CEN' 
ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES REPRESENTATIVES 


MODELS APEPECTED: ~XLUI52, XLUIS15 


ITEM: TO CONVERT AN "A" RANGE (450-482 MHz) TO A "B" RANGE 


ee 


(482-512 MHz) RADIO 


PROCEDURE: 
Change parts as per list below: 
(a) Add jumper JU200 (6022-0000-001) - 22ga buss 
(b) Change JU403 length to 2.6" (6042-0000-007) - RG316/U 
(sy change JU404) length to 3.8" (6042-0000-007) - RG316/U 


3. 


Form No. 138UB 


(ay Cnangeycel5.to. 33pF .(1522-5418-304) 
(ejsGhangercols.to 10pr, (1522-0100-006) 
(fachange C302 ‘to 15pr (1500-0150-605) 
(g) Change R301 to 1K ohm (4700-0102-042) 
(hoe Remove, C32il, C3147 R302 


Set up jumper configuration using Frequency Set Procedure, 
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TP-14-345. Note that there are three possible base frequencies. 


The choice of base frequency is arbitrary with one condition:- 


there must be a common base frequency for both radio channels 
Sesto oO eMiiz (CH 2 =2492 MHZ —- base frequency MUST 
be 482 MHz 
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Range Coverage 


Euet Frag Mia) (MHZ) 
466 IN a AGG oS 75 
482 out | IN 4822507.575 
498 IN | IN 498-512 


Tune up radio using the normal test procedure. 
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